
1.  Ensure that the base is embedded on 
a suitable substrate. This should either be 
suitable “as dug” material or materials in 
accordance with BS EN 1610:2015.

 

2.  Check that the spigot on the riser is 
free from imperfections such as dents, 
burrs or cracks. 

3.  Clean both the spigot on the riser 
and the seal to ensure that they are 
free from any dirt which may impede 
their function. 

4.  When fitting the seal to the riser be 
careful not to stretch the seal any more 
than is required to fit it into the recess. 

 

5.  Add some lubricant around the seal 
and run your thumb around the seal to 
both ensure that the seal is housed in 
its groove/recess and to wipe away any 
excess lubricant. 

6.  Place the riser on top of the base/
riser to which it will be fitted. The riser 
should be positioned so that seal sits on 
top of the chamber/riser below. 

7.  Position both hands diametrically 
opposed to one another and apply 
even pressure to push the riser 
downwards into the base/riser 
below until it is completely fitted.
 Ensure that the riser is inserted square 
to its axis and not fitted at an angle as 
this may push the seal out of its recess.

 

8.  Check that the riser/base has no 
raised areas any deflection in front of 
the seal as this may indicate that the 
seal is dislodged. 

9.  Once the riser is in place, cable ties 
(or similar) can be used on the integral 
lugs on the side of both riser and bases. 
These are positioned between both base 
and riser or riser and riser in order to 
ensure that the riser cannot “pop out” of 
the base/riser below it during backfilling. 
 

10.  Care should be taken when 
backfilling so the chamber assembly is 
not disrupted by excessively or unequally 
backfilling. a

11.  It is recommended that inspection 
chamber assemblies are water tested 
and visually inspected prior to backfill to 
ensure leak tightness. a b

12.   Further water testing is also 
recommended once installation is 
complete. a b 
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a  To be carried out in accordance with BS EN 1610:2015.
b  Water testing requirement on installations is subject to local/national building regulations.
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